
Sr.No. Gas Service 
Wheel 

Operated
Outlet Thread Size

Pitch Measured 
Along The Cone

Outlet 
No.of 

IS:3224

Working 
Pressure 
(Kgf/cm2)

Hydraulic Test 
Pressure 
(Kgf/cm2)

1 Acetylene   *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 90 135

2 Butadiene  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 60 90

3 Carbon Dioxide  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 400 600

4 Methane  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 400 600

5 Ethylene  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 400 600

6 Hydrogen  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 400 600

7 Coal Gas  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 400 600

8 Dimethyl Ether  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 60 90

9 Isobutylene  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-LH 1.814 2 30 45

10 Oxygen  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G5/8"X14 BSP-RH 1.814 3 500 750

11 Air  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G7/8" A (RH) 1.814 19 500 750

12 Argon  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

13 Nitrogen  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

14 Helium  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

15 Neon  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

16 Krypton  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

17  Xenon  *
Wheel 

Operated
1/2" 17E  3/4" 25E 1" 1-1/4" 1-1/2" M18X1.5 G3/4" A RH 1.814 20 400 600

Valves (Wheel Operated) Double  Spindle (JV-055-00)

Inlet Thread Size (*As per customer requirement) 

NOTE:   * As Per Customer Requirement



Sr.No.
1
2
3
4
5
6
7
8
9

10
11
12 Locking Nut MS (Chrome Plated) -----

Washer M.S (Zinc Plated) -----
Cap (Knob) ABS/Nylon -----

Spacer (Hand Wheel) M.S (Zinc Plated) -----
Hand Wheel ABS -----

Soft Seat

Valve (Material of Construction)  JV-055-00
Description
Body HT Brass

Material 

Nylon (PA66)

Specification
IS: 3224

-----

Gland Plug

Spindle 1
Spindle 2
Thrust Washer
"O" Ring

Free Cutting Brass

Free Cutting Brass

Free Cutting Brass
Nylon (PA66)
Neoperene / Nitrile Rubber

IS: 319
-----
-----

IS: 319

IS: 319
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